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L= VARIABLE

(SEE NOTE 5)

127

HEAD W/BACKER —
PLATE SEE NOTES 6 & 7

SCHOOL

20 MPH

WHEN FLASHING

OF

10’

MAST ARM
END CAP

177"

NOTE :

GROUND NEUTRAL TO THE
FRAME AT THE SWITCH

ROADWAY SURFACE

24" TAIL

174" WEATHERHEAD

12" HEAD
SEE NOTES 4 AND 6

OF

M.

127 HEADAAJf

SEE NOTES 4 AND 6

SUPPORT POLEAA\\\\\

GROUND LUG
NO.8 COPPER GROUND

4

SCHOOL

SPEED
LIMIT

20

WHEN
FLASHING

TO DISCONNECT SWITCH

5+

S5-1

SEE NOTE 4

MAX TO CENTER OF METER BASE

MIN - 6’

4 /
(DO NOT OVERHANG PEDESTRIAN OR BIKE MOVEMENT)

NOTES:

1.

USE CURRENT EDITION OF AASHTO ROADSIDE DESIGN GUIDE FOR
CLEAR ZONE REQUIREMENTS.

POLES, ARMS AND FOUNDATIONS SEE STD DWG SL 1 AND SL 2.

USE RETROREFLECTIVE SIGN SHEETING FOR ALL BACKGROUNDS.
COLORS AS NOTED.

SEE STD DWG SN 2 FOR DESIGN OF S5-1 SIGN AND SPEED LIMIT
SIGN BEACON ASSEMBLY.

CENTER OVERHEAD SIGN OVER THROUGH TRAFFIC LANE(S).
USE 12" LED YELLOW BEACONS.

USE BLACK LIGHT-WEIGHT LOUVERED BACKER PLATE PROVIDING
5 INCH REVEAL ON ALL SIDES.

INSTALL POWER SUPPLY IN ACCORDANCE WITH NATIONAL
ELECTRICAL CODE.

USE 30 AMP WEATHERPROOF DISCONNECT SWITCH EQUIPMENT.
GROUND NEUTRAL TO THE FRAME AT THE SWITCH.
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DIMENSION (INCHES)
SIGN
A B C D E F G H J K L
STANDARD | 60 | 36 5 Trg 3 8D 2 4 8D 2 6C
— TYPE 1
DOUBLE
JUNCTION
BOX DIMENSION (INCHES)
SIGN
M N P R S T u v W
STANDARD | 3 2 10D | 274 | 20" 4| 2134|274 24 12
54" DIA x 8’

&
=) g o
o v JI|Z E
s &)S 2
<ZI a | T
[ EZBD
_J
o

=N

(@) ;E; .
w o
Q-3 E
D -
NWENROIE
T wv =
0:0_<|:[<tI
w v °
3
z

STD DWG

SN 3




